‘ The dimesions of the excisting foundations to be removed is 9.500 x 9.500 x 1.500
(\ - De afmetfingen van de te verwijderen fundering is 9.500 x 9.500 x 1.500
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/ | CPT 1A2 | \ CPT 1A - Anchor according to drawing: Tube anchor & 3600 (A) - no.1160000-Rev.00 d.d.10-10-13
‘ ' A ‘ ' - Piping and earthing according to drawing: Piping and earthing plan (A) -
I v ‘ 4347 2 \ v 23.0 m to top slopg Lage Kwelsloof no.1160000- Rev.00 d.d.14-02-14
| I | 23.0 m fot fop helling Lage Kwelsloof - See for additional information on earthing:Specifications earthing and Lightning
‘ | | l Proftection - no. S1000101 d.d 24-06-11
o R ' ‘ ‘ ' ‘ ' ‘ ' ' o ' ‘ ' o o o o - Excisting situation according to LC 00 03 VW; Oostermiddenweg te Wieringerwerf (D3BN)
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A0:) 10 Legend Construction Joint / Legenda Stortnaad
r\\ \ / / The construction joint must be freated in a proper way. This
| \ ‘ | implies that the cement film needs fo be removed showing the
\ ‘ / larger aggregate materials of the concrete. /
| \ ‘ / | De stortnaad moet correct worden voorbehandeld. Dit houdt in
| Y, | dat de cementfilm moet worden verwijderd en het toeslag
| N\ Yy, | materiaal (grind) duidelijk zichtbaar moet zijn.
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AN In the second stage, the concrete can be cast when the
| ™~ NE . o o -~ | following conditions are met:
B ~ — N - The ftop reinforcement has fo be cleaned thoroughly fo
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T T T S = ensure good attachment to the concretfe
S > I - No loose material (concrete debris, sand, aggregate etc) shall
| | 3X HDPE @110X3 - FOR MAIN /////’l///// be present on the joint surface. This loose
| Foundtion excisting Trafo | CONNECTIONS 2X HDPE @80X3 g - material shall be removed by using high pressure water
also to be removed | - the joint surface is to be saturated with water, without
| | water presence on the surface.
\_ - J In de tweede fase kan hef befon worden gestort als de
: , , volgende condities zijn gehaald:
p;}i /Eﬂlan foundation section and conducts . De bovenwapening dient grondig schoongemaakt te worden om
gale /'f[ﬁaa/ i5p foundatie, mantelbuizen ;orientatie toren volgens opgave opdrachtgever een goede aanhechting met het beton te waarborgen.
’ scale / schaal 1:50 . . .
1. The piles should have a minimal stiffness of 190 MN/m. to obtain a rotation stiffness of 17,3 MNm/rad. . Er mag geen los maferiaal (b_efon_Pum'_ zand, ’rpeslagma’rerlalen
De paalstijheid moet minimal 190 MN/m bedragen om een inklemmingsstijfheid van 17,3 MNm/rad te verkrijgen. e’rc.) op de stortnaad daanwezig zin. Dit materiaal dient
2. The top of the excisting piles to be removed to minimal 0.5 m under the new foundation. verwijderd te worden met een hoge drukspui’r.
Bestaande palen verwijderen tot minimaal 0.5 m onder de nieuwe fundering. . . .
. v
3. Position of the CPT according to Windturbine Lagerwey LW50/750 ... ; Geoconsult Noord52.019 ;d.d.25-03-2002. De naad dient erzadlgd fe Zljn mEf. w.afer' zonder daf er een
Positiie van de CPT volgens het rapport Windturbine Lagerwey LW50/750 ... ; Geoconsult Noord52.019 :d.d. 25-03-2002. waterlaag op de sfortnaad aanzwezig is.
Exacte plaats windmolen niet bekend t.o.v. aangegeven posities
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type/merk| CPT number |Ground level | Top foundation|Bottom foundation|Pile toe |Net pile length| Anchorage |Bruto pile length |Size ol fhe Top of the foundation
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| k. fundering gelijk aan
[m +NAP]  |[m +NAP] [m +NAP] [m +NAP] [m] [m] [m] [mm] B 1o y1ir = de huidige fundering
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